Abstract: Taking into consideration both shipping and pipeline transport, this paper first analysed the risk factors for different modes of crude oil import transportation. Then, based on the minimum of both transportation cost and overall risk, a multi-objective programming model was established to optimize the transportation network of crude oil import, and the genetic algorithm and ant colony algorithm were employed to solve the problem. The optimized result shows that VLCC (Very Large Crude Carrier) is superior in long distance sea transportation, whereas pipeline transport is more secure than sea transport. Finally, this paper provides related safeguard suggestions on crude oil import transportation.
Introduction
China has experienced an increasing demand for crude oil in recent years due to its economic boom. According to the report of International Energy Data and Analysis by the U.S. Energy Information Administration, China became the largest global energy consumer in 2011 and is the world's second-largest oil consumer behind the United States. The country was a net oil exporter until the early 1990s and became the world's second-largest net importer of crude oil and petroleum products in 2009. In 2012, China imported 271 million tons of crude oil in total, mostly from The Middle East, Africa,
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Russia and the Asian-Pacific. However, 90% of imported oil is carried by maritime transportation; the risk factors en route and the single mode of transportation place constraints on China's oil supply. Thus, the construction of a reliable crude oil import network is important for the safety of the national crude oil import channel.
In the past few decades, the safety of crude oil transport and optimization of the transportation network have received much attention. Douligeris et al. [1] described the development model of US oil maritime transportation; risk assessment and response measures for oil spills and pollution are analysed in detail. Hamzah and Basiron [2] made suggestions for maritime transportation channel safety through analysis of security factors for maritime transportation in the Malacca strait area. David [3] and other Western scholars devoted more attention to the phenomenon of piracy. They discussed the threat to sea channels from piracy and proposed a number of measures to prevent piracy and armed robbery. In addition, the International Maritime Bureau is advised to play a more important role so that the countries involved can come together to address the piracy crisis. Asian scholars are more concerned about the safety of international shipping channels within their area. Ji [4] reviewed the security status of the Straits of Malacca and the maritime transportation channel of the Asia-Pacific, respectively. Safety factors were analysed and were divided into categories; in addition, proposals and ideas on the protection of maritime transportation security were provided. Valencia [5] devoted more attention to the dispute-prone areas, such as the South China Sea, and provided relevant policy recommendations. As the political and cultural environment of the oil export countries has an impact on transportation safety, some researchers have also shown interest for the impact of diversification of crude oil imports on transportation safety. Lesbirel [6] proposed diversifying oil imports to reduce risk. Leiby [7] suggested that oil import diversification can reduce the crude oil transportation risk caused by disasters, terrorist attacks, war, regime change and so on. Related to this research content, Alhajji [8] summarized the energy security policies in developed countries: supplier diversity, source of diversification, reducing dependence on Middle Eastern oil and reducing volatility. Konoplyanik [9] added that diversification does not mean the diversification of energy suppliers. In terms of the research purpose, Vivoda [10] and other researchers demonstrated the importance of diversity to the importing country's safety using as examples the United States, China, Japan and other developed countries. Stringer [11] extended the issue; he distinguished the diversification of energy sources and the diversification of suppliers. With respect to the diversification of imports, Jia et al. [12] systematically classified the safety factors influencing the national crude oil import maritime transportation channel and provided advice for factors combing national policy. Wang [13] from Dalian Maritime University applied the Back Propagation Nerve Network to conduct a risk assessment on national crude oil import maritime transportation.
Concerning the optimization of crude oil transportation, Neiro and Pinto [14] established a mathematical optimization model for the operation of the oil supply chain. Iakovo [15] set up a multi-objective model of maritime oil transport route optimization and risk minimization, which achieves the optimization of both transportation routes and risk. Chen and Zhang [16] from Shanghai Maritime University adopted a non-linear programming method to optimize the network of crude oil imports dominating maritime transportation routes. Chu [17] from Dalian Maritime University built a multi-objective programming model based on the objects of minimized transportation cost and risk to analyse the network of crude oil maritime transportation in batch.
As mentioned above, the research on crude oil import transportation has thus far mainly focused on maritime transportation with no consideration for other methods, i.e., pipelines. This article covers both maritime and pipeline transportation of crude oil imports. On one hand, from the perspective of quality, this article analyses the risk factors for the national crude oil import transportation channel. On the other hand, from the perspective of quantity, it sets up an integrated layout that is also the basis for the advice on safety raised herein through the multi-objective programming model with minimized total costs and risks. This paper is organized as follows: Section 2 describes the current national crude oil import transportation channel. Section 3 analyses the risk factors for the national crude oil import channel. Section 4 proposes a multi-objective programming model for optimizing the national crude oil transportation network. Section 5 provides solution details and results analysis. Section 6 provides the conclusion.
Current National Crude Oil Import Transportation Channel
A reliable oil import transportation network is of great importance to the security of China's oil imports. China has three ways of transporting crude oil. First, it is transported by sea. This is mainly for oil-producing countries and regions, which are far from China and have no land borders, such as the Middle East, Africa. Second, the oil is transported by pipeline to China. This model is mainly applied to oil exporting countries, such as Russia, Kazakhstan and other countries in Central Asia that neighbour China. Third, oil can be transported by rail, which is convenient to neighbouring countries and regions with railway connections to China, such as Mongolia and the Russian Far East. Figure 1 shows the three modes import oil transportation. 
Maritime Transportation
More than 90% of China's crude oil imports is by maritime transportation. Currently, there are three primary routes: (1) Persian Gulf-Hormuz Strait-Malacca Strait-China; (2) North Africa-Mediterranean-Strait of Gibraltar-Cape of Good Hope-Malacca Strait-China; and (3) West Africa-Cape of Good Hope-Malacca Strait-China, as shown in Table 1 .
The Malacca Strait, the Taiwan Strait, the Bab el-Mandab, the Strait of Hormuz, the Suez Canal, etc., have a significant impact on China's oil import routes. The Strait of Hormuz is the world's most important oil chokepoint because of its daily oil flow of 17 million barrels per day in 2013. Energy Information Administration estimates that more than 85% of the crude oil that moved through this chokepoint went to Asian markets, most of which went to China's. Thus, with the rapid growth in China's oil imports, the strategic position of the Strait of Malacca in China's oil security has become increasingly prominent. It can be seen that importing by sea is relatively simple, with a high degree of dependence on the Malacca Strait and Cape of Good Hope. 
Pipeline
Pipeline transportation is a major mode of importing oil, mainly for transport over land, which has the advantages of large transport volumes, safety, convenience, economy, stability and others. It is an important complement to transportation by sea.
With the completion of the China-Myanmar pipeline project, three strategic crude import inland channels have been formed and situated in the Northwest, Northeast and Southwest. In the Northwest channel, there is the China-Kazakhstan pipeline project and the Middle Asia natural gas pipeline project; in the Northwest channel, the China-Russia crude and gas pipeline; and in the Southwest channel, the China-Myanmar crude and gas pipeline.
Rail
Rail transport is an important supplement of marine transportation and pipeline transportation. The volume of rail transportation is limited, and transportation costs are higher, but, sometimes, maritime transportation is not viable or there is no pipeline, and rail transportation is thus the only option. In the long term, rail transportation is not expedient.
At present, there are two lines for rail imports; one is Russian Irkutsk-China Manzhouli, and the other is Kazakhstan-China Xinjiang Alashankou. Since the opening of the pipeline, the rail volumes have gradually fallen.
Analysis of Risk Factors for the National Crude Oil Import Channel

Risk Factors for the Maritime Transportation Channel
To provide an overview of the previous studies [18] [19] [20] [21] [22] [23] , the safety of maritime transportation is affected by supply risk, price risk, transportation risk and other risk. This paper gives more attention to the supply risk, transportation risk. Thus, the first tier of risk factors can be summarized. The risk factors of war and regional conflict, geopolitics and international situation, import source stability represent the supply risk, and the other risk factors of terrorism and pirates, transportation distance, weather and sea state, traffic capacity refer to the transportation risk. In order to explain the first tier of risk factors preferably, this paper gives seventeen second tier of risk factors. The risk factors of the maritime transport channel are shown in Table 2 . 
Risk Factors of Pipeline Transportation Channel
Factors affecting the safety of oil pipeline transportation are derived from the following aspects: (1) safety of the pipeline, mainly the design, construction procedures and defects after application; stress-corrosion cracking (SCC) for the underground pipe is one of the most important factors of the pipeline system. (2) Sabotage is usually a safety concern of third parties, i.e., theft of oil, damage to construction projects on the ground. (3) Natural disasters and force majeure, a non-ignorable factor. Hurricane Katrina caused heavy damage and interrupted crude and gas production in the US Gulf. 
Multi-Objective Programming Model
The goal of this paper is to minimize the total travel cost and overall risk; thus, there are two objectives. This paper therefore applies the multi-objective programming model.
Objective function 1: Minimize the total annual cost of the crude transportation network. Annual total cost includes the transportation costs from the supply port via seaborne transportation to port transhipment or receiving port, costs from port transhipment or receiving port via pipeline to the final destination of consumption, and costs from the supply side via pipeline to consumption.
Objective function 2: Minimize the risk from crude oil supply risk and seaborne transportation risk.
where I is the aggregation of the crude supply area,    is the transportation risk factor using size k tanker to carry crude imports from supply area i to crude import receiving ports j .
Calculation of Risk Factor
Risk Factor of Crude Oil Supply
The article takes the crude oil supply interruption as random and adopts exponential distribution ( ) 1 ax f x e   ; the random variable is sustained event t and event impact r . Table 3 shows the interruption cases of world oil supply including period, volume, percentage of production, region and last time between 1951 and 1980. Middle East is the region which has the most interruption cases. It has twelve cases between 1951 and 1980, and the other cases happened in Africa between 1970 and 1971. As for the last time of net month of supply cut off, the first case and the last case have the longest last time, they lasted for 12 and 44 month, respectively, which have a serious effect on oil supply safety, especially for the last case, because the volume of oil is large. Adopting statistical methods and through regression analysis, cumulative distribution probability density ( ) f t and ( ) f r for random variables t and r are obtained. In accordance with traits of exponential distribution, the cost factor of supply risk is
Risk Factor of Seaborne Transportation
This article assumes pirate attacks in the Malacca Strait as the crude import seaborne transportation risk, and transhipment via Myanmar is excluded. Further, the higher the ship freeboard is, the more difficult it is to abduct. Therefore, ship size is the best index of pirate risk assessment. x is the ship freeboard, and the cumulative probability function of the pirate abduction is [24] :
In accordance with ship size and number of pirate encounters in January 2003 and December 2007, Table 4 is obtained by formula calculation. a and b are obtained through log it alternation linear regression; and the cumulative probability density of a tanker under pirate attack ( ) p x is calculated in accordance with the traffic capacity of crude oil import seaborne transportation in the Malacca Strait  ; the cost factor of the pirate risk for different size of tanker is:
Model Solving Method and Result Analysis
Data Preparation
Crude oil import volume by supply region (10, Table 5 . The above algorithm is basically the same as the traditional genetic algorithm process, the only difference is the following: When calculating the fitness, we use the linear programming method to optimally calculate the different modes of transportation volume. This approach allows us to not have to think much about how to express the design algorithm coding but only to consider the encoding method for the route network. Below, we highlight the encoding method that is the most central part of the algorithm: the route network.
Unlike other water transport networks, oil transportation networks are usually relatively simple; two end points with a roundtrip transport is its main mode. For this feature, we design the coding method as shown in Figure 2 . Each individual coding is constituted of two parameters, where parameter 1 is used to represent the oil exporter choice. For example, in this case, oil exporter 1 and 2 are selected, so that the gene loci bits 1 and 2 of parameter 1 are 1; because oil exporter 3 is unchecked, the gene bit 3 of parameter 1 is 0. The selection mechanism of Parameter 2 is similar to Parameter 1, and its function is to filter the oil importer. For example, in Figure 2 the ports 1, 2, 3 are selected so that the corresponding funds bit is 1, while port 4 is unchecked, so the gene loci bits 4 is 0 of parameter 2. The final question is how to link the exporter and importer. Actually, this problem is a VRP (Vehicle Routing Problem) problem; the only difference between our problem and the classic one is that we need to consider the oil supply capacity of each exporter. In view of this, we reference Zhan [25] and use the ant colony algorithm to solve this problem.
The ant colony algorithm is inspired by the true nature of ant colony foraging behaviour, which was first proposed in 1992 by Italian scholars Dorigo M. It is a heuristic algorithm that can be used to solve combinatorial optimization problems. After many studies, researchers found that individual ants transfer information through a substance called pheromone. In the course of movement, ants can leave pheromones in their path and tend to move in the direction of a high intensity of pheromones. Based on the principle of the ant colony algorithm and Zhan's ideas [25] , the specific algorithm is as follows:
When the algorithm starts, the ants randomly distribute in the oil export paces; then, according to Equation (12) , the savings between every two oil exporters is calculated, which expresses the cost savings by merging two oil exporters; then, according to Equation (13) , the transition probability is calculated, which refers to the likelihood of the ant to select oil export h after the selection of g. Finally, let the ants search a path in two phases according to the probability: The first phase is from the start of oil exports to the search for oil imports, and the second stage is from the oil imports to the search for and selection of oil exporters. 
gh  represents pheromones; α, β are two parameters used to represent the importance of pheromones and savings. After all ants complete the path construction, according to Equation (14) , the pheromone is updated. 
1 ≤ ρ ≤ 0 represents the evaporation rate of the pheromone;  represents the number of elite ants.
However, it should be noted that here we allow the existence of a link with the oil import port, in this case port 4; as the oil output place through port 3 to 4 is a close path, we will connect port 3 and port 4.
By the above genetic algorithm and utilizing MATLAB software, a fuzzy optimal solution is obtained for the crude oil import network: total cost of crude oil import transportation 332,060 ($10,000) and total risk 45,693. The transportation plan is shown in Table 7 . On one hand, a rational layout for a large scale crude terminal meeting berth and discharge of VLCC-size and larger tankers will in the future improve the receiving process for crude imports. On the other hand, the construction of a diversified crude oil supply source and import channel can reduce the impact of regional political risks and regional conflicts on national crude imports, which will ensure supply stability. In addition, a new transportation channel for crude imports should be explored; land transportation should be enhanced to ease the safety concerns that stem from seaborne transportation; and a multi-layer crude import transportation network should also be established.
